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The LFV Group AMDT 120/2009

AD 2. AERODROMES

ESNY AD 2.1 AERODROME LOCATION INDICATOR AND NAME

ESNY – SÖDERHAMN

ESNY AD 2.2 AERODROME GEOGRAPHICAL AND ADMINISTRATIVE DATA

2.2.1 ARP coordinates and site at AD 611541N 0170554E RWY 1200 m from THR 12

2.2.2 Direction and distance from (city) SE 2.5 NM from Söderhamn

2.2.3 Elevation/Reference temperature 26.9 m 88 ft/+18.5°C

2.2.4 Geiod undulation 26.1 m/86 ft

2.2.5 MAG VAR/Annual change 3.5° E 2005/+0.1 increasing

2.2.6 AD Administration, address, telephone, Helsinge flygplats
fax, AFS Söderhamns kommun

SE–826 80 Söderhamn
TEL: +46 (0)270 752 07
TEL: +46 (0)270 750 00 (exch) 
Fax: +46 (0)270 750 13 
AFS: ESNY

2.2.7 Types of traffic permitted (IFR/VFR) IFR/VFR. Max RWY ref code 2C

2.2.8 Remarks PPR 

ESNY AD 2.3 OPERATIONAL HOURS

2.3.1 AD Administration MON–FRI 0700–1500 (0600–1400)

2.3.2 Customs and immigration Not available

2.3.3 Health and sanitation Not available

2.3.4 AIS Briefing Office FPC H24 TEL +46 (0)8 797 63 40, www.lfv.se/fpc

2.3.5 ATS Reporting Office (ARO) As ATS

2.3.6 MET Briefing Office As AIS Briefing Office

2.3.7 ATS Ref AIP SUP/NOTAM

2.3.8 Fuelling As ATS

2.3.9 Handling O/R

2.3.10 Security O/R

2.3.11 De-Icing O/R

2.3.12 Remarks –
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ESNY AD 2.4 HANDLING SERVICES AND FACILITIES

2.4.1 Cargo-handling facilities Not available

2.4.2 Fuel/oil types Jet A1, 100LL/–

2.4.3 Fuelling facilities/capacity Jet A1 11,000 l, 100LL 105,000 l, stationary units

2.4.4 De-icing facilities Limited, Type I

2.4.5 Hangar space for visiting acft O/R TEL +46 (0)270 133 33

2.4.6 Repair facilities for visiting acft Not available

2.4.7 Remarks Fuel supplier AirBP

ESNY AD 2.5 PASSENGER FACILITIES

2.5.1 Hotels In Söderhamn

2.5.2 Restaurants In Söderhamn

2.5.3 Transportation Taxis, rental cars 

2.5.4 Medical facilities In Söderhamn

2.5.5 Bank and Post Office In Söderhamn

2.5.6 Tourist Office In Söderhamn

2.5.7 Remarks –

ESNY AD 2.6 RESCUE AND FIRE FIGHTING SERVICES

2.6.1 AD category for fire fighting Cat I O/R 

2.6.2 Rescue equipment By arrangement, municipal rescue service

2.6.3 Capability for removal of By arrangement
disabled aircraft

2.6.4 Remarks –

ESNY AD 2.7 SEASONAL AVAILABILITY – CLEARING

2.7.1 Types of clearing equipment Blowers, sweepers 

2.7.2 Clearance priorities RWY, TWY, Apron

2.7.3 Remarks MON–FRI 0700–1500 (0600–1400), other hours O/R 

ESNY AD 2.8 APRONS, TAXIWAYS AND CHECK LOCATIONS DATA

2.8.1 Apron surface and strength Apron W and Apron 81 CONC PCN 19 R/B/X/T
Apron B ASPH/CONC PCN 11 F/B/X/T

2.8.2 Taxiway width, surface and strength TWY A 16 m ASPH PCN 23 F/B/X/T
TWY A narrows E Apron 81 to 10 m. Entrance Apron B width 7 m 
PCN 6

2.8.3 ACL location and elevation Apron W 85 ft/25.8 m

2.8.4 VOR/INS checkpoints Not established

2.8.5 Remarks –
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ESNY AD 2.9 SURFACE MOVEMENT GUIDANCE AND CONTROL SYSTEM AND MARKINGS

2.9.1 Use of aircraft stand ID signs, TWY 
guide lines and visual docking/parking 
guidance system of acft stands

2.9.2 RWY and TWY markings and LGT

2.9.3 Stop bars Non

2.9.4 Remarks –

RWY: Designator, THR, TDZ, CL and edges are day marked
RTHL, REDL, RENL

TWY: HLDG day marked. Edge lights, RGL

Not available

ESNY AD 2.10 AERODROME OBSTACLES

See ESNY–3–1 (AOC) See ESNY–5–1 (IAC)

In approach/TKOF areas In circling area and at AD Remarks
1 2 3

RWY/Area affected Obstacle type Coordinates Obstacle type Coordinates
Elevation Elevation
Markings/LGT Markings/LGT

a b c a b

ESNY AD 2.11 METEOROLOGICAL INFORMATION PROVIDED

2.11.1 Associated MET Office Sundsvall

2.11.2 Hours of service H24
MET Office outside hours

2.11.3 Office responsible for TAF preparation Not produced
Periods of validity

2.11.4 Type of landing forecast Not issued
Interval of issuance

2.11.5 Briefing/consultation provided FPC TEL +46 (0)8 797 63 40, www.lfv.se/fpc

2.11.6 Flight documentation TAF, METAR, SIGMET, Upper air winds
Language(s) used Swedish/English

2.11.7 Charts and other information available SWC, WC, Nordic SIGWX Chart, Low level forecast
for briefing or consultation

2.11.8 Supplementary equipment available for –
providing information

2.11.9 ATS units provided with information Söderhamn AFIS

2.11.10 Additional information (limitation of Flight planning room available
service, etc.)
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ESNY AD 2.12 RUNWAY PHYSICAL CHARACTERISTICS

12 129.58 GEO 2524x40 PCN 25 F/B/X/T 611607.32N THR 87 ft/26.4 m
126° MAG ASPH 0170451.33E Geoid undulation 86 ft/26.1 m

30 309.62° GEO 2524x40 611515.34N THR 60 ft/18.2 m
306° MAG 0170701.82E TDZ 64 ft/19.6 m

Geoid undulation 86 ft/26.1 m

Designations True& Dimensions of Strength (PCN) and THR coordinates THR elevation and
RWY MAG BRG RWY (m) surface of RWY and highest elevation of
NR SWY TDZ of precision 

APCH RWY

1 2 3 4 5         6

12 See ESNY–3–1 NIL NIL 2644x150 NIL
30 NIL NIL NIL

RWY 03/21 at present disused,
crosses RWY 12/30 at ARP.

Slope of SWY CWY Strip OFZ Remarks
RWY-SWY dimensions (m) dimensions (m) dimensions (m)

7 8 9 10 11 12

ESNY AD 2.13 DECLARED DISTANCES

12 2524 2524 2524 2524
30 2524 2524 2524 2524

RWY Designator TORA (m) TODA (m) ASDA (m) LDA (m) Remarks

1 2 3 4 5 6

ESNY AD 2.14 APPROACH AND RUNWAY LIGHTING

10. Remarks: TRID THR 12, LIH. Electronic flashing approach system lights 1200–400 m before THR 30.

12 NIL Green Left/ 3.0° NIL NIL 2524/75 m Red NIL
49.2 ft/15 m White

Caution zone 
600 m yellow
LIL/LIH

30 Cat I Green Left/ 2.86° NIL NIL 2524/75 m Red NIL
900 m 50.9 ft/15.5 m White
LIL/LIH (APAPI) Caution zone 

600 m yellow
LIL/LIH

RWY APCH LGT THR LGT PAPI TDZ, LGT RWY Centre RWY Edge RWY End SWY LGT
Designator Type, LEN Colour (MEHT) LEN Line LGT LGT LGT LEN, Colour

INTST WBAR LEN, Spacing LEN, Spacing Colour
Colour Colour WBAR
INTST INTST

1 2 3 4 5 6 7 8 9
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ESNY AD 2.15 OTHER LIGHTING, SECONDARY POWER SUPPLY

2.15.1 ABN/IBN location, characteristics and Not available
hours of operation

2.15.2 LDI location and LGT Lighted windsock E RWY cross
Anemometer location and LGT At windsock and  at ILS LOC and GP

2.15.3 TWY edge and centre line lighting Edge lights

2.15.4 Secondary power supply/switch-over Available/15 sec
time

2.15.5 Remarks –

ESNY AD 2.17 ATS AIRSPACE

2.17.1 Designation and lateral limits ATS airspace not established

2.17.2 Vertical limits –

2.17.3 Airspace classification –

2.17.4 ATS unit call sign SÖDERHAMN INFORMATION
Language(s) Swedish/English

2.17.5 Transition altitude 5000 ft/1500 m

2.17.6 Remarks –

ESNY AD 2.16 HELICOPTER LANDING AREA

RWY 12/30 to be used

ESNY AD 2.18 ATS COMMUNICATION FACILITIES

AFIS SÖDERHAMN INFORMATION 135.350 MHz HO All freq VDF.
121.500 MHz HO

Service Call sign Frequency Hours of operation Remarks
designation

1 2 3 4 5



AD 2–ESNY–1–6 27 AUG 2009 AIP–SVERIGE/SWEDEN
SÖDERHAMN

AMDT 120/2009 The LFV Group

ESNY AD 2.19 RADIO NAVIGATION AND LANDING AIDS

LOC 30 CL 110.50 MHz H24 611606.9N LLZ offset, 175 m past THR 12 
ILS CAT I 0170505.9E left side
(3.5° E 2005)

GP 329.60 MHz 611524.3N Angle 2.86° RDH 49 ft/15.0 m
01706 52.3E 286 m past THR 30 right side

OM – Facility replaced by DME 4
–

MM 611452.7N
0170758.6E

L 30 (NDB SKALLEN) OZ 337kHz H24 611337.8N Range 90 km/45 NM
0171046.8E

DME SDR 110.20 MHz H24 611533.9N 110 ft/33.5 m DME channel 39X
0170601.4E

Type of aid ID Frequency Hours of Site of Elevation of Remarks
CAT of ILS/MLS operation transmitting DME transmitting
(For VOR/ILS/ antenna antenna
MLS give VAR) coordinates

1 2 3 4 5 6 7

ESNY AD 2.20 LOKALA TRAFIKFÖRESKRIFTER

Högervarv tillämpas vid landning RWY 12.

ESNY AD 2.21 MINSKNING AV BULLERSTÖRNING

NIL

ESNY AD 2.22 FLYGPROCEDURER

Startprocedurer, omnidirectional

ESNY AD 2.23 ÖVRIG INFORMATION

Modellflygning kan förekomma på RWY 12/30 samt N om ban-
korset upp till 500 ft AGL.

Flygplatsen är ej tillgänglig när RVR understiger 750 m.

ESNY AD 2.24 TILLHÖRANDE KARTOR

ESNY AD 2.20 LOCAL TRAFFIC REGULATIONS

Right hand traffic circuit shall be applied when landing 
RWY 12.

ESNY AD 2.21 NOISE ABATEMENT PROCEDURES

NIL

ESNY AD 2.22 FLIGHT PROCEDURES

Omnidirectional departure procedures

ESNY AD 2.23 MISCELLANEOUS 

Caution due intermittent modelflying activities on RWY 12/30
and N of intersection up to 500 ft AGL.

The aerodrome is not available when RVR falls below 750 m.

ESNY AD 2.24 RELATED CHARTS

AD Chart ESNY–2–1
AOC RWY 12/30 ESNY–3–1
IAC NDB+DME+ILS 30 ESNY–5–1
IAC NDB 30 ESNY–5–2

(CIO) Terrain 131 133°/2800
Terrain 246 139°/4800

(CIO) Terrain 262 305°/3150
(CIO) Terrain 262 315°/3450
Pylon 341 322°/6300

12 Climb straight ahead to MNM turning ALT 600 ft.
Continue climb to appropriate MSA.

30 Climb straight ahead to MNM turning ALT 700 ft.
Continue climb to appropriate MSA.

Significant obstacle

RWY Procedure Obstacle Elevation (ft) Direction (GEO)/Dist (m)
from THR



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /SVE <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


